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DESIGN & IMPLEMENTATION OF MARITIME COMMUNICATION SOLUTIONS
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PHYSICAL SPECIFICATION
Radome Height 72 cm
Radome Diameter 70 cm
Antenna Dish Diameter 60 cm
Weight 20 kg

PERFORMANCE   
Reception Frequency Ku-band 
 (10.7~ 12.75 GHz)
Polarization Vertical / Horizontal
Minimum EIRP 47 dBW
Azimuth Range 680º
Elevation Range +5° to +90°
Ship’s Motion Roll ±25º, Pitch ±15º
Roll & Pitch Response Rate 20º / Second
Turn Rate 20º / Second
RF Output Quad Output

ENVIRONMENTAL
Operating Temp. Range -15ºC ~ 55ºC
Storage Temp. Range -25ºC ~ 70ºC
Water Ingress IPX6
Approvals CE/FCC
Warranty 3 Years Parts 
 and 1 Year Labor 

ANTENNA CONTROL UNIT  
Dimensions (WxDxH) 17.8 x 21.7 x 5.4 cm
Weight 1.2 kg
Display 2 Line 20 Character
 VFD Module
Control Key 5 Integrated Push 
 Buttons
Power Input 220v adapter
GPS Interface NMEA0183

INTELLIAN i6 Inland - 60CM TVRO ANTENNA




