
NEW 
INNOVATION!

Model order codes:  
     
55cm Dish > With Single LNB  MXL012/55  
65cm Dish > With Single LNB    MXL012/65
55cm Dish > With Twin LNB MXL012/55TWIN 
65cm Dish > With Twin LNB MXL012/65TWIN

Technical details:  
     
System dimensions:   Weight:
MXL012/55         H:156cm: W:100cm 6.1kg 
MXL012/65         H:164mm: W:100cm 6.6kg 

Additional product information:    
    

 > Ideal for receiving ASTRA 2, Hotbird and other satellites
 > All weather resistant construction
 > Compatible with any satellite receiver
 > Designed for use with any touring vehicle
 > 2 year guarantee  

REGISTERED COMMUNITY DESIGN NO.2207746. PATENT PENDING

SIMPLICITY AT IT’S BEST

PORTABLE TRIPOD 
SATELLITE SYSTEM, 
FOR TV RECEPTION 
ON THE MOVE.

SET UP IN JUST 5 SIMPLE STEPS...

LOCATE SOUTH 
LEG WITH 
COMPASS

DROP DISH UNIT 
ONTO TRIPOD

SET ELEVATION CONNECT CABLE & 
SCAN FOR SIGNAL

LOCATE, LOCK
& WATCH TV

Maxview Ltd, Common Lane, Setchey
King’s Lynn, Norfolk, PE33 0AT. UK

Tel: +44 (0) 1553 813300
Sales: +44 (0) 1553 813333

Email: support@maxview.co.uk
Web: www.maxview.co.uk

Dealer details

Footprint coverage map:  

The map below is for UK TV channels only. 
Other satellites are available and can be received with this system (i.e Astra South Beam, Hotbird etc)
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Signal zone using 
a 65cm dish 

Full kit contents:   
   
>   55 or 65cm Precision   
     Satellite Dish System
>   Tripod Satellite stand
>   Integrated Sat Finder 

 > Compass
 > Satellite System Holdall 
 > Tripod Holdall
 > 10m Flexible ‘F’ Cable**
 > Universal LNB (see variants)
 > Ground Pegs
 > Elevation Map
 > Quick Set Up Guide   

   

Signal zone using 
a 55cm dish 

DESIGNED &
MANUFACTURED
IN THE UK

PrecisionUK Iss 1 - 2013. 
We reserve the right to change specifications without prior notice

Accessories: 

 > **Multi-stranded   
 core structure &   
 flexible outer casing

 > Less likely to tangle
 > Prevents Kinks
 > Easy to store
 > Better handling  

ASTRA 2E

To keep up to date with latest satellite footprint 
information and to view additional satellite 
footprint maps we advise you to visit our website
www.maxview.co.uk

Or alternatively visit Astra’s website: 
www.ses.com/fleet-coverage for official footprint 
mappings.

Please use this map for general guidance only.



DESIGNED WITH THE USER 
IN MIND FOR EASY SET 
UP & QUICK SIGNAL FINDING.

SET UP IN JUST 5 
SIMPLE STEPS! SEE 
GUIDE OVER PAGE.

UNIQUE & INNOVATIVE FEATURES INCLUDING...

TURN OVER FOR KIT CONTENTS

Lightweight yet sturdy design, 
Suitable for use on most terrains.

65
cm 55

cm

Elevation indicator*
Easy to view elevation angle read out.Twin or single 

LNB options

quality, parts for very quick and easy set up. 
Top unit simply drops onto tripod as shown.

Integrated Sat Finder
Helps you to align your satellite dish to the satellite.

Level indicator
A level tripod will allow for a quicker set 
up and a more accurate elevation reading.

Magnetic LNB lock
To secure LNB arm 
when in closed position.

A choice of dish sizes

Folds down neatly 
For compact storage in the two holdalls provided (above).

PRE-ASSEMBLED

South leg sticker
Point this leg South using included 
compass for quicker set up.
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LIMITED SATELLITE ZONE
Reduces margin for error, so locking on to the correct signal 
is quicker and easier. 

*ACCURATE ADJUSTMENT
Fine tuning made easy, simply twist knob for the desired angle
required to locate your chosen satellite.
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PERFECT TO RECEIVE 
ASTRA 2 SATELLITE, 
FOR UK TV CHANNELS.
  

Comes complete with holdalls
for easy handling.


